'_._piashc mesh is wrapped around the pipe to pro—
_tect against debris and rock damage during back-
filling and against problems that certain soil con-
ditions can cause after pipe is installed.

Conwed® Pipe Saver products give maximum
protection which minimizes holidays that can
cause corrosion.

Three grades of Pipe Saver are available to
meet your protection needs. Pipe Saver is
available in convenient 5' x 100' rolls.

Pipe Saver” rock shield:

Absorbs impact of uneven back fill.

Protects pipe coating from protruding
rocks in trench.

Minimizes abrasion of coating from pipe
movement underground.

Protects pipe during future excavations.

Is unaffected by temperature extremes and
wet weather.

Maintains cathodic protection without
inhibiting cathodic flow.

Cushions against concrete weights.
Cuts with a utility knife.

Is easy to install.

PROPERTIES

J } Pipe Saver 100 | Pipe Saver 200 Pipe Saver 300
| | X02970-003 X02610-001 X02620-003
square square diamond

Standard Roll Size

feet | 5 x100' i 5 x 100 5' % 1007
{meters) | (1.5% 30) [ (1.5 % 30) (1.5 x 30)
Nominal Thickness | l

inches i 40 62 160

(mmy) (3.56) | 4.11) {4.06)
Norminal Weight !

Ibs per M sg ft 140 | 157 155

{gm per sq meter) (664.18) | (T67.26) [?5?.49}
ASTM G13 i |

Impact Resistance Passed ! Passed Passed

s chgho AN SESERAL| T SN S
ASTM G17 ;

Eee:::aa:‘fg quT Passed , Passed Passed
pipeline coatings i







